
Fire classification for trains

ALUWOOD® products are tested according to EN 45545-2 R1.

  

Link to Rolling Stock Materials Database  by SP Technical Research Institute of Sweden

  

           Repport nr  Trade name
  Panel type   Surface   Hazard Level  
    P904133 N   Train Neptun   Honeycomb   HPL
  HL 2   
    PX03053 F   Train Neptun   Honeycomb   HPL
 HL 2
 
    P904133 O   Train Nautic   Honeycomb   Wood veneer
  HL 3   
    P904133 P   Trainwood   Single alu. sheet   Wood veneer (Lacquer)
  HL 3   
    PX03053 G   Trainwood   Single alu. sheet
  Wood veneer (oil/wax)
  HL 3   
    P904133 Q   Train Compact laminate  Compact HPL   HPL
 HL 2
 
    PX07070 C   Train Alu Painted   Single alu. sheet
  Painted   HL 3   
    PX13978-3   Train Textile   Single alu. sheet
  Textile fabric
  HL 2   
    PX22888-6   Train Honeycomb Laminate Film  Honeycomb   Laminate Film
 HL 3
 
    PX22888-7   Train Laminate Film   Aluminium panel   Laminate Film
 HL 3
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    3P03181-3   Train HPL   Aluminium panel   HPL
 HL 2
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